
... made for all



Nur wenige Jahre nach Unterneh-
mensgründung zählt die KIESEL 
Steriltechnik GmbH zu den führen-
den Anbietern im Bereich der sterilen 
Verfahrenstechnik in Deutschland.

Die Firma wurde 1996 als Tochter-
gesellschaft der G.A. KIESEL GmbH 
Heilbronn gegründet, die seit ihrer 
Gründung im Jahre 1864 auf eine 
lange Tradition der Metallverarbeitung 
zurückblicken kann.

Only a few years after business 
start-up KIESEL Steriltechnik GmbH 
is one of the leading suppliers 
of components for aseptic process 
engineering in Germany. 

The company was founded in 1996 
as a subsidiary of G.A. KIESEL GmbH 
Heilbronn, which has been able 
to look back on a long tradition of 
metalworking since it was estab-
lished in 1864. 

HERZLICH WILLKOMMEN bei 
KIESEL Steriltechnik!

WELCOME to 
KIESEL Steriltechnik!



STERI-Tube© 
(DIN 11866)

STERI-Cap©

Muffe - orbitalschweißfähig

Nippel - orbitalschweißfähig

Zubehör (Dichtungen, Klammern, etc.)

Clampverbindung - (analog) DIN 32676

Clampverbindung - DIN 11864-3-A

Clampverbindung - STERI-Connect©

Flanschverbindung - DIN 11864-2-A

Flanschverbindung - STERI-Connect©

Verschraubung - DIN 11864-1-A

Verschraubung - STERI-Connect©

Red-Stück E - DIN 11852-RE

Red-Stück K - DIN 11852-RK

STERI-Red© E - DIN 11865-RE

STERI-Red© K - DIN 11865-RK

STERI-Bo© 30°/60°
(analog DIN 11865-BL)

STERI-Bo© 45°
(DIN 11865-BL-45°)

STERI-Bo© 90°
(DIN 11865-BL-90°) 

STERI-Cross© kurz

STERI-Cross© egal

STERI-T© reduziert/kurz - DIN 11865-TK

STERI-T© reduziert/lang - DIN 11865-T 

STERI-T© egal/kurz - DIN 11865-TK

STERI-T© egal/lang - DIN 11865-T 

Bullaugenschauglas

Durchgangsschauglas

Probenahmeventil

Tellerrückschlagventil

Bodensitzventil

Ecküberströmventil 3-teiliger Kugelhahn

Sechskantschraubensatz

Rohrschellen

... und nach Kundenvorgaben

Meßgehäuse
(DIN 11864 / STERI-Connect©) 

STERI-Control

Übergangsstücke

Rohrverteiler

Rohre Rohrverbindungen Reduzierungen Bogen T-Stücke und Kreuzstücke Schaugläser Ventile Kugelhähne Montagezubehör Sonderanfertigungen

tubes fi ttings reducers bends/elbows T-pieces and cross pieces inspection glasses valves ball valves assembly accessories special constructions

STERI-Tube© 
(DIN 11866) 

union - STERI-Connect©

union - DIN 11864-1-A

fl ange connection - STERI-Connect©

fl ange connection - DIN 11864-2-A

clamp connection - STERI-Connect©

clamp connection - DIN 11864-3-A

clamp connection - (analog) DIN 32676

accessories (gaskets, clamp, etc.)

nipple - for orbital welding

sleeve - for orbital welding

STERI-Cap©

STERI-Red© K - DIN 11865-RK 

STERI-Red© E - DIN 11865-RE

Red-Stück K - DIN 11852-RK 

Red-Stück E - DIN 11852-RE

STERI-Bo© 90° 
(DIN 11865-BL-90°)

STERI-Bo© 45°
(DIN 11865-BL-45°)

STERI-Bo© 30°/60°
(analog DIN 11865-BL)

STERI-T© equal/long - DIN 11865-T

STERI-T© equal/short - DIN 11865-TK

STERI-T© reduced/long - DIN 11865-T

STERI-T© reduced/short - DIN 11865-TK

STERI-Cross© equal/long

STERI-Cross© short

straight way sight glass

sight glass

overfl ow valve

bottom seat valve

non return disk valve

sampling valve

tripartite ball valve pipe clamps

hexagonal screw set

pipe manifold

adaptors

STERI-Control

measurement casings 
(DIN 11864 / STERI-Connect©)

... and customer-specifi ed

aseptic process components 
ebenso erhältlich | also available: Ra (innen | internal) ≤ 0.25 - 0.4µm (option: e-poliert | e-polished) 

Steril-Systemkomponenten
1.4404 / 1.4435 (AISI 316L) - Ra (innen | internal) ≤ 0.5 - 0.8µm (option: e-poliert | e-polished) 

01 02 03 04 05 06 07 08 09 10



Our fi ttings and valves 
stand out due to

– good CIP effi ciency

– construction dimensions   
 according to DIN/EN and 
 international  prescriptions

– high quality material selection 
 with test certifi cates,   
 dead space free casings

– modular construction system

These criteria and progressive concepts 
guarantee an optimal combination of our 
fi ttings in your piping system.

Unsere Armaturen und Ventile 
zeichnen sich aus durch

– gute CIP-Fähigkeit

– Baumaße entsprechend DIN/EN 
 und internationalen Vorgaben

– hochwertige Werkstoff-Auswahl 
 mit Prüfzeugnissen, totraumfreie  
 Gehäuse
– Baukasten-System

Diese Kriterien und fortschrittlichen 
Konzepte garantieren Ihnen ein optima-
les Zusammenspiel unserer Armaturen 
innerhalb ihrer Produktionsanlagen.

Werkstoffe 1.4404/1.4435 (AISI 316L), 1.4539, 
Hastelloy C4/C22, Titan, etc.

Dichtungen EPDM / Silikon (VMQ) / Viton (FKM/FPM) 
PTFE, sowie FEP- ummantelt mit
EPDM- / Silikon- / Viton- Kern

Abmessungen DIN 11850 Reihe 2 / DIN/EN ISO 1127/
ASME-BPE 2002

Oberfl ächen außen 
metallblank oder geschliffen K400 /
feingedreht Ra ≤ 1.6µm

innen 
metallblank Ra ≤ 0.8µm /
geschliffen / e-poliert bis Ra ≤ 0.25µm
(auf Wunsch mit Prüfprotokoll)

Ferritgehalt < 0.5% gemäß BN 2

Anschlüsse /
Ausführungen

DIN 11864-1/-2/-3 / DIN 11865
STERI-Connect© - Varianten 
DIN 32676

materials 1.4404/1.4435 (AISI 316L), 1.4539, 
Hastelloy C4/C22, titanium, etc.

gaskets EPDM / silicone (VMQ) / Viton (FKM/FPM) / 
PTFE, as well as FEP coated with
EPDM- / silicone- / Viton- center

dimensions DIN 11850 series 2 / DIN/EN ISO 1127 /
ASME-BPE 2002

surfaces outside 
bright fi nish or grinded K400 /
fi nely turned Ra ≤ 1.6µm

inside 
bright fi nish Ra ≤ 0.8µm /
grinded / e-polished up to Ra ≤ 0.25µm
(test report on demand)

ferrit concentration < 0.5% according to BN 2

connections /
types

DIN 11864-1/-2/-3 / DIN 11865
STERI-Connect© - variations 
DIN 32676

standards Normen



HQ-line - 
made for High End Solutions

Werkstoff | material 
1.4435 (BN2) / AISI 316L

Innenoberfl äche | internal surface:
metallblank | bright fi nish 
Ra ≤ 0.4µm (MB)

elektrochemisch poliert |
electrochemically polished
Ra ≤ 0.25µm (e-pol.)

Außenoberfl äche | external surface:
metallblank | bright fi nish 
Ra ≤ 0.8 - 1.2µm (MB)

geschliffen mit Korn 400 |
grinded with grain 400
Ra ≤ 0.8µm (K400)

STERI-line - 
made for Pharma

Werkstoff | material 
1.4435 (BN2) / AISI 316L

Innenoberfl äche | internal surface:
metallblank | bright fi nish 
Ra ≤ 0.8µm (MB)

elektrochemisch poliert |
electrochemically polished
Ra ≤ 0.5 - 0.6µm (e-pol.)

Außenoberfl äche | external surface:
metallblank | bright fi nish 
Ra ≤ 0.8 - 1.2µm (MB)

geschliffen mit Korn 400 |
grinded with grain 400
Ra ≤ 0.8µm (K400)

MEDI-line - 
made for Food

Werkstoff | material
1.4404 / AISI 316L

Innenoberfl äche | internal surface:
metallblank | bright fi nish
Ra ≤ 0.8 /1.6µm (MB)

elektrochemisch poliert
electrochemically polished
Ra ≤ 0.6 /1.2µm (e-pol.)

Außenoberfl äche | external surface:
metallblank | bright fi nish 
Ra ≤ 1.0 - 1.6µm (MB)

geschliffen mit Korn 400 |
grinded with grain 400
Ra ≤ 0.8µm (K400)

High End Quality for High End Solutions
... made for all



KIESEL Steriltechnik GmbH – 
a competent and reliable partner 

KIESEL Steriltechnik GmbH – 
ein kompetenter und zuverlässiger Partner

Die kontinuierliche Weiterentwicklung unserer Produkte, ausgeprägte Fertigungstiefe, 
sowie Gespräche mit unseren Kunden und Anwendern  garantieren Ihnen ein Höchst-
maß an Produktionssicherheit.

Den Herausforderungen der Zukunft, z.B. höhere Prozesssicherheit der Anlagen, 
moderne Fertigungstechnologien in der pharmazeutischen, chemischen und kosmeti-
schen Industrie sowie der Umwelt- und Lebensmitteltechnik stellen wir uns in Sachen 
Qualität, Sicherheit sowie Anforderungen nach DIN/FDA/BGA / GMP.

Die Mitarbeiter in nationalen und internationalen Ausschüssen, sowie ein entspre-
chender Maschinenpark sorgen dafür, dass unsere Produkte ständig auf dem neuesten 
Stand der Technik gefertigt werden.

Wir sind zertifi ziert nach DIN EN ISO 9001, sowie der Druckgerätelinie 97/ 23 / EG.

The constant development of our products, distinct production engineering as 
well as conversations with our customers and users, guarantee a high degree of 
production security.

The challenges of the future, for example higher process security of the plants, 
modern production technologies for the pharmaceutical, chemical, environmen-
tal, cosmetic and food industry we will face regarding quality, safety and the 
requirements according to DIN/FDA/BGA/GMP.

The collaboration in national and international committees as well as the 
corresponding fl eet ensure, that our products are always manufactured in 
accordance to the latest state of the art.

The certifi cation according to DIN ISO 9001 and the guiding principle for 
pressure implements 97 / 23 / EG (PED) was the logical consequence.



KIESEL Steriltechnik GmbH
Engelsberg 22

75015 Bretten GERMANY

Geschäftsleitung/Vertrieb
management/sales department

Ansprechpartner | contact  

Klaus F. Kuhn

Fon +49 7252 9637-11
Fax +49 7252 9637-20

e-Mail  k.kuhn@kiesel-steriltechnik.com 

Michael Kuhn

Fon +49 7252 9637-12
Fax +49 7252 9637-20

e-Mail  m.kuhn@kiesel-steriltechnik.com 

KIESEL Steriltechnik GmbH
Wannenäckerstr. 20

74078 Heilbronn GERMANY

Produktion/Lager/Versand
manufacturing plant/storage/
shipping de partment

Ansprechpartner | contact

Joachim Eicher

Fon +49 7131 89879-43
Fax +49 7131 89879-47

e-Mail  j.eicher@kiesel-steriltechnik.com 

Heidrun Frank 

Fon +49 7131 89879-48
Fax +49 7131 89879-47

e-Mail  h.frank@kiesel-steriltechnik.com 

www.kiesel-steriltechnik.com
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